L RIS
SERIES PERIPHERAL PUMPS

WORKING CONDITIONS

Max Temperature of Fluidup to +80C
Max Pressure 10bar,

Max Ambient Temperatureup to 40°C

TE&EM.
ReniRE N80T

R AT 8IE 10bar
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LQ series are suitable for pumping cleanwater. Itis similar with QB series in construction
and use, expect the direction of installation. They afe particutarly suitable for domestic
applications such as supply water from well, pool etc, the automatic distribution of water
from surge tanksand pressure switch, gardening, and increasing of water pressure.
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DIMENSIONS &3 Rt
. ) , WeightE 2 PackingSize Packing QTY.
Tome Dimensions 5MER~tmm (gkg) . @%Rg(mm) aéggﬁl%
1= :
2s a | f h  H H2 1 m ml on oM w b g | s |NW Gw L w H 200
LQ100 22 | 237 | 152 63 75 78 98 80 120 | 100 55) 22 8 7 5.6 6.0 | 280 | 145 | 180 3400
LQ250 22 | 253 | 179 71 80 83 110 | 90 134 | 112 68 23 8 7 8.6 9.1 310 | 180 @ 200 2200
LQ350 22 | 253 | 179 71 80 83 110 | 90 134 | 112 68 23 8 7 8.6 9.1 310 | 180 @ 200 2200

TECHNICAL DATA #RE#

S KW HP (A) (_F) (m) (I/min) | (inch) (M) —— 5 10 20 30 40
LQ100 0.37 | 0.5 1.5 8 36 35 1"X1" 9 §:v»§ 32 26 16 6 -
LQ250 0.55 | 0.75 2.4 12 59 40 1"X1" 9 Eﬂg 50 43 28 14 1
LQ350 0.75 1 3.7 16 68 42 Rk 9 (= 60 53 38 23 7

Standard data and equipment: single phase 220V/50Hz, Brass impeller, carbon steel motor shaft, with terminal protector inside.

I WERES L BHEE. $£18220V/50Hz . 0T, RN, DEXABNRPE. TRESFPHECSHRINNER, SIFEES. =188B/E. 60Hz, WHBE. AHENMBFNIBE™ R,
Others model and material such as three phase, 110V, 60Hz, dual voltage, stainless steel shaft, etc, will be available upon request.
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