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l—/ ECU ELECTRONICS INDUSTRIAL CO.LTD

PFCIF< B

Power supply with PFC

100 W HBg#Hi (PFC)

100 W Single output (With PFC)

Approval:CE

Size(LXWxH): 179mmx99mmx45mm
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e PF>0.96@115VAC,>0.93@230VAC

o MWHHLED W R

o FANA

o LB/ /R R
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Product features:

e Air cooling

e One year warranty

e Universal AC input/ full range
e PF>0.96@115VAC,>0.93@230VAC
e LED indicator for power on

e Protections: Overload /Over voltage /Short circuit
e 100% full load burn-in test

o il
. Specifications:
HEARSH: AC input voltage 100-240VAC
ACHI N HL T 100-240VAC Input frequency 47~63Hz
HNFIR 47~63Hz Inrush current 40A@ 230VAC
phiti LU 40A @230VAC 20A @ 110VAC
20A @110VAC A#ih 4 full load cold start
YR 20 © Hold up time 20 ms
- ;f I ms o B Over current protection 105~150% Auto-recovery
IR 105~150%  F &) 1h& Over voltage protection ~ 105~140%
SUNERURTA 105~140% Operating temperature 0to40°C
BT E 0~40C Safety standard UL60950
A bRUE UL60950 EMC standard EN55022 class B
EMCHzUE EN55022 class B MTBF 10° h at 25°C
MTBF 105 h at 25°C Withstand Voltage I/P-O/P:3KV
S U /IP-O/P 3KV, I/P-FG:1.5KV,1min/5mA
@ %L%*T{'ﬁa I/P-FG:1.5KV.1min/5mA Connection 7P/9.5mm p|tCh terminal
. L block with cover
KERAT 7P/9.5mm i 14 Weight 0.66Kg/pcs
O 0.66Kg/pcs '
P/N Output Tol. R&N Effi. Load Regulation Line Regulation
EieRs) s BE B &M FH & ik Atk 2 SR
ESF-100-3.3 3.3V,0~20A 2% 100mV 70% 2% +2%
ESF-100-5 5V,0~20A 2% 100mV 75% +2% +2%
ESF-100-12 12V,0~8.4A 2% 100mV 78% +1% +1%
ESF-100-24 24V,0~4.2A 1% 200mV 80% +1% +1%
ESF-100-48 48V,0~2.1A 1% 300mV 80% +1% +1%
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ECU ELECTRONICS INDUSTRIAL CO.LTD

PFCIF KR
Power supply with PFC

200 W Epg#rd (PFC)

200 W Single output (With PFC)

Approval:CE

Size(LxWxH): 199mmx99

mmx50mm

FE AR

o Ay IHA

o PF>0.98@115VAC,>0.93@230VAC

o JHHIFRIR

o B XU XS

o I/ /R BRI AR

o 100%Z ALt

Product features:
e Universal AC input/ Full

range

e PF>0.98@115VAC,>0.93@230VAC

e Power on indication
e Forced air cooling by bu

ilt-in DC fan

e Protections: Short circuit /Over voltage/Over load/
Over temperature
e 100% full load burn-in test

o —IEJIfR e One year warranty
HFEASH: Specifications:
ACHI N H & 90~264VAC AC input voltage 90~264VAC
PN B 47~63Hz Input frequency 47~63Hz
35A @115VAC 484 A f35A @ 115VAC
e ull load cold start
JABIH I Isec @ 230VAC Set-up time 1sec @ 230VAC
A4 I 1] 20ms@80% 11 4¢,120VAC Hold up time 20 ms@80% load, 120Vac
R 105~150% Overload protection 105~150%
R 110~135% Over voltage protection  110~135%
BATH S 0~50C Operating temperature 0 to 50°C
Ak UE UL1950, CSA 22.2 No, Safety standards UL1950, CSA 22.2 No,
EN60950, CE Mark
EMCHR EN60950, CE Mark EMC standards EN55022 class B,
AN{iS EN55022 class B, ENG1000-3-2 3
EN61000-3-2,3 ’
’ EN61000-4-2,3,4,5,6,8,11
EN61000-4-2,3,4,5,6,8,11 MTBE 10° h at 25°C
MTBF 10° h at 25°C . .
b /P-O/P-3KVAC. 1mi Withstand Voltage I/P-O/P:3KVAC,1min
AL /P-O/P:3KVAC, 1min /P-FG:1.5KVA, 1min
I/P-FG:1.5KVA, 1min Connection 7P/9.5mm pitch terminal block
A 7P/9.5mm i 1 with cover
B 0.85Kg/pcs Weight 0.85Kg/pcs
P/N Output Tol. R&N Effi. Load Regulation Line Regulation
bithes Eike ] BE L& IS P e LS LHREE
ESF-200-5 5V,0~40A +2% 100mV 70% 2% +2%
ESF-200-12 | 12V,0~16.7A | +2% 100mV 78% £2% 1%
ESF-200-24 24V ,0~8.4A +2% 150mv 83% +2% +1%
ESF-200-48 | 48V,0~4.2A | 2% 250mv 84% £2% 1%
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PFCIF KR
Power supply with PFC

300 W HBgHH (PFC)
300 W Single output (With PFC)

Approval:CE

Size(LxWxH): 215mmx115mmx50mm

TR Product features:
o 4t [ R H N e Universal AC input/ Full range
e PF>0.98 at115VAC; e PF>0.98 at 115VAC
PF>0.95 at 230VAC PF>0.95 at 230VAC
o iHL BT ° |F:>ower olr) indication
N e Fan cooling
° @%&fﬂ o o] B (L e Protections: Overload/Short circuit/Over voltage/
. J;?‘FJC/J;JE/‘%E‘E%/J;MﬁTF Over temperature
* 100% LI e 100% full load burn-in test
o —IEJILR e One year warranty
HARSH: Specifications:
ACHiIT N\ HL 88~264VAC, AC input voltage 88~264VAC
i ¥1100~240VAC Nominal 100~240VAC
B NI 47~63Hz Input frequency 47~63Hz
ik B 60A @230VAC 242 Inrush current: 60A@ 230VAC
30A @110VAC 4#A A fOA @ 110VAC
Y ] 20ms _ ull load cold start
SERIE T Hold up time 20 ms
’\‘j:%jfﬁyj 105~150% Over load protection 105~150%
BATIE 0~40C Operating temperature 0to 40°C
A briE UL60950-1 Safety standard UL60950-1
EMCHrE EN55022 CLASS B EMC standards EN55022 CLASS B
EN61000-3-2,3 EN61000-3-2,3
EN61000-4-2,3,4,5,6,8,11 EN61000-4-2,3,4,5,6,8,11
MTBF 10° h at 25°C MTBF 10° h at 25°C
Ha AT UE. I/P-O/P3KV, 1min/5mA Withstand Voltage I/P-O/P:3KVAC, 1min/5mA
I/P-FG:1.5KV, ,1min/5mA I/P-FG:1.5KVAC,1min/5mA
o 1.1Kg/pcs Weight 1.1Kg/pcs
P/N Output Tol. R&N Effi. Load Regulation Line Regulation
EieRs) s BE BUK &M LVES TR SR
ESF-300-5 5V,50A 2% 150mV 75% 2% 2%
ESF-300-12 12V,25A 2% 150mV 79% 1% 1%
ESF-300-24 24V ,12.5A 1% 150mV 83% 1% 1%
ESF-300-48 48V,6.2A 1% 240mV 85% 1% 1%
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