Technical Specification

Model Mo. FD-160A FD-460A
General

Fraquancy Band WHF LIHF
Frequency Range 136-1TdMHz 4 00-4T0MHz
Channel Capadcity 99

Dparating Vollage BYv DG+ 15%

Antenna Impedance H0CY

Channel Spacing 25KHz

Working Temperature =30°C — +60°C

Freguancy Stability +2 Sppm

Size (Without Antenna) S6(W)x106(Ljx32mm{D)
Wiight(With Battery) About 2509

Battery 1, 200mAh{Mi-Mh}

Compatible With American Military Standard(MIL-STD-810C/D/E)

Transmitter (ElA-RS 3168 STANDARD)

RF Power Output AWIEW
Modulation Type F3E

Modulation Distortion <5%(A00-3000Hz)

Max Freq Deviation <5KHz({1000KHz Whean 100%!)
Fi Moise =45 dB

Recaiver

Sensitivity( 1200 SINAD) 0. 16pV

Selectivity 5508

Adjacant Channel Selactivity >=T0dB

Moise Respond *=G0dB

Commumication Range
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FM Moise

45484048

Modulation Type 16KOF3E

Audio Power Culpul S00mW When Distortion Less Than 10%
Audio Distorson =5%

Operating Bandwidth + THHz

Standby Currant <10

Due to technology advancements, the technical of real
products mayvbe slightly different from the above date




